RFID 56l 90 b »

ploVisual g REID s SM oniSude  (TAPCO J©

lTARASHE PARDAZE POOYA




#15 RFID sl S

-
| &
o y
NTF 28*11
\ y, \

CTF 30*15

.

TAPCO TAPCO

IR0O0833770 »

0005 _ -

~50mm-

CTF 50*65

J \ J

S 9 (3 push ¢ 9 13 15K lizko Ja1yo )3 ol glgl leMbl iy 33 30 § (wlishy (513 AL (51 )3 awlivo csunl gl Aluwg

sl 0dub ABw § AL LSS j9) 6lad lastiul (ja AT Giloe a5 1 (5 lens

:b 99

ICAR bilgas b Mholl oy dsssamgo boawgs 03w Sl -

ISO11784/5 FDX-B 3 ylastiswl b 3:Uns -

(..., JMS u—ibl,._l_) @).C Lkﬁl..i_ll” sJé’JT ‘W u_)._‘,b) slb).u) 5'.0).?)&.924@'»‘”).}').})5 'ogl.ii.o—

Vo9l Gy s -
0liguh (J43 il sl -

olmT o -

:CTC 80-90 Juo o> b 539

(4s33 )3 9 sy = pgu03) W) 9 b 590 2 s JalB -

Laser Printing

Thermal Standards

IEC 60068-2-14:2009
IEC 60068-2-78:2012
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Specification
Standards ISO11784/5 FDX-B Tamper proof Prevents using an ear tag again for second animal
Frequency 134.2KHz Durable Usable until the end of life of animal
Operating Temperature -40°C +80C

ID numbers and other printings as you required

Easy To Apply

Available Colors

Yellow or any other colors

Easy and fast application with special and
dedicated applicator

Material

TPU(Thermoplastic Polyurethane)

Reading distance

Reading distance is dependent on
reader quality & environment

Max Tension

350N

Components

A male part and a female part with a microchip inside
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